unity

telephone sets

INSTALLATION GUIDE
SWARRANTY

This booklet contains easy step-by-step assembly procedures: to ensure
trouble-free installation, please follow these instructions carefully.
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INTRODUCTION

The new series 8000 UNITY* | and |l
single-line business telephone sels are
designed and manufactured with care by
the craftsmen of Northern Telecom. Once
installed, these compact, verstabile units
will give you many years of pleasurable
and reliable service.

The easy-to-follow instructions which
follow must be carried out in correct
sequence to ensure the proper operation
of your set; read each step carefully and
retain this information for future reference,

CAUTION: To eliminate the possibility of
accidental damage to cords, plugs and
jacks, do not use unauthorized tools or
sharp instruments during these assembly
instructions.

INDEX
Page
10507601 1] LA P S SN P B 2
OPBTALTIG FOREITES i & s o a5 s 5ma: s el e s e 3
Tt T g T R DY 4
HandSebInstalation <o oomian g ik s s s s e 5
Desk-Top Application...... T R TS G e S e P 5
Wall-Mount Application ......oviriirii it ieiniiiiiieenennnns 6
Number and Index Card Installation ..........c..cciiiiiiiiiinien.. 8
Feature DesCriplionS. ... vttt iiin ittt it iiienanransnrnnsnnanns 8
COPEration ICHBGKS. . cusmmmsionmees ioeam o o atisreise aiine e e oL sl s, dcaialie s 9
Care ANt IBe v cumansmiasiessis s R S 3 - 10
Laad NUMBer suwui sominainsmii s ey mvi s s i s s s e i 11
Department of Communications Notice ................. o B e e 1
L = L= N 12
SOTVICE BEEGYS o ciiormmwimieimeimsesoaio s s e s 60455 85880050 50 415880 5875426 8000 12

*Trademark of Narthern Telecom Limiled



Refer to FEATURE DESCRIPTIONS Section for detailed information.

. Fully modular

. DIGITONE" dial

. Phone number and index card
. Alerter High-Low-Off switch

PBX/CO switch

. Release button

. Visual ringing

. Message waiting lamp
. LINK® button

UNITY | UNITY 1l
1. Fully modular 1
2. DIGITONE" dial 2
3. Phone number and index card 3
4. Alerter High-Low-Off switch A
5. PBX/CO switch 5.

6
7
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OPERATING FEATURES
i
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. Tone alerter control




INSTALLATION

IDENTIFY COMPONENTS. Packed separ-
ately within the carton you will find all
supplied ilems which are to be attached to
the telephone set housing throughout
these instructions. Remove each item from

HANDSET

Optional NTOC2203
Wall-Mount Kit

its protective packaging before beginning
the installation procedures. (The wall-
mount kit shown below is an optional item
available from your telephone supplier).

HANDSET CORD

-

1. WALL-MOUNT
BRACKET ASSEMBLY 2. HANDSET

3. TIE-WRAP

CLIP




HANDSET INSTALLATION

STEP 1
Carefully slide the plug at eitherend of the
handset cord into the jack provided at the
right side of telephone set as shown in
Fig. A.

Ensure plug is properly seated (audible
click) and installed in the correct jack.

STEP 2
Grasp the handsel and the opposite end of
the handset cord as shown in Fig. B.

Fully insert the plastic plug at the end of
cord into the jack located at end of hand-
set. (An audible click indicates the plug is
properly seated in the jack).

WARNING: Do NOT insert the plug at the
free end of the handset cord directly into a
wall or baseboard jack. Such misuse may
result in unsafe sound levels.

Fig. B

DESK-TOP APPLICATION

STEP1
Complete HANDSET INSTALLATION
(Fig. A-and B).

STEP 2

Place the telephone setas shownin Fig.C
and carefully slide the plug at either end of
the line cord into the jack provided at the
back of set. (An audible click indicates the
plug is properly seated in the jack.)

STEP3

Properly installed handset and line cords
for a desk-top installation are shown in
Fig. D.

STEP 4

Place fully assembled telephone set (base
down) in location required and insert plug
located at opposite end of line cord into
baseboard or wall jack receptacle as shown
in Fig. E.

Check for dial tone by lifting handset off-
hook and listening.

Fig. E T g



WALL-MOUNT APPLICATION

Utilizing the optional NTOC2203 wall-mount kit, your UNITY may be wall-mounted by
employing either of the following procedures:

METHOD A —
WALL—MOUNTING YOUR UNITY

STEP 1

Check to see il you have a metal wall-
mounting plate with two protruding studs
(Fig. F). These wall-mounting plates are
available from your lelephone company
business office.

STEP 2
Plug the line cord into the telephone set
(see Fig. C) and roule the line cord
through the centre opening in the bracket, @
(see Fig. G). Attach the wall-mount brac- i
ket to set by placing both screw heads on - @ [ )]
the bracket mounting posts into the key-
holes provided in the base, then push set D

0}

ASE A

downwards to lock the screw heads into
the top section of both keyholes. \

STEP 3

Using the tie-wrap, coil the excess line
cord length and place it into the cavily
(Fig. G) of the installed bracket; leave sul-
ficient cordage to reach the wall jack e
receptacle of the mounting plate. Refer to 8
Figure H.

STEP 4

Plug the line cord into the wall jack recep-
tacle. Align the keyholes on the back of
the wall-mount bracket with the studs on
the wall jack mounting plate (Fig. H). Push
the telephone set and wall-mount bracket
assembly in and down until the studs of
the mounting plate lock inlo the top sec-
tion of both keyholes.

Fig. G






















